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• Fastest core cutting machine 
on the market

• Cost-effective (single operator 
required; fast automated cutting)

• Ergonomic design (automated 
cutting, yellow preload rollers, no 
need to lift samples, protective 
casing for blade, low water/dust/
noise emissions)

• The cutting process is fully 
automated and monitored 
which drastically increases 
productivity and efficiency

• Saves all cutting data
• Cutting speed automatically adjusted 

by hardness of core sample
• Project data management 

and reporting
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FULLY TESTED AND SAFETY CERTIFIED
• Yellow Safety Guards: Automatic power cutoff when guard sensors activated
• Fully certified for Europe and North-American markets (CE, ETL)

USER AND CUTTING MANAGEMENT SYSTEM
• Saves all cutting data
• Cutting speed automatically adjusted by hardness of core sample
• Project data management and reporting

OPTIMIZED WORKFLOW AND INCREASED EFFICIENCY
• Ergonomically designed to maximize throughput
• Repositionable extension sections maximize cutting performance

EXTREMELY DURABLE, HIGH QUALITY
• High quality industrial components used
• 7.5 kW motor
• Robust mechanical design

EASY MAINTENANCE
• Easy cleaning
• Easy daily maintenance operations
• Simplified spare part changing on site

COREPROTM AUTOMATION SOFTWARE
• Simple and intuitive cutting control system
• Touchscreen operation / RFID user login
• Stable and reliable

TECHNICAL SPECIFICATION
• Cutting tolerance +/- 0.5mm
• Blade - 350mm acoustically damped segmented blade
• Automation dust and water protection - Class IP64 protected
• Patent pending for cutting and water management solutions

FUNCTIONAL SPECIFICATIONS
• Stops automatically when cover is opened
• Cutting speed up to 2m / min with automation
• Core sample diameter 30 - 85mm
• User management with RFID - tags
• Work information logging
• Process data recording 

(actual metres, effective working time)
• Process information import / export


